“Cust. No.

Cust. P.O.
Job No.

Sold To

Newjack Industries
5568 Jackson Blvd - Suite #40

MADN0029
WCS55
DS3568

Fastenal Company
P.O Box 1286
WINONA, MN 54701

The store serving you is
2413 Advance Road

MADISON, WI 53718
Phone #: (608)222-3278
Fax #: (60%)222-0650

Packing Slip
Date
3/18/11 ‘-\"I,\[I!LUST'.. 1

DUE DATE: 04/14/2011

Ship To
Newjack Industries
5568 Jackson Blvd - Suite #40
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No.

#$%




#45 555 255 5556 -
& 7 "7
8 9

# nn

% &

+ )
K Sign In § Register i My Account 'i’ Shopping Cart j Store Locator (Madiso, ) @ Help
+
¥ Your Refinements ¥ Attributes (11) 40of 11
— e .
= Fasteners
-l = Bolts ~ F‘J Brass (z3)
+ %« Carriage Bolts B | = Low Carb (23) +
1 5/S (223)
¥ Promotions & Special j silicon Bronze (43)
Interests (1) Steel (1,453)
= U.S. Sale Items (1)
(¥ ¥
$ ¥ Manufacturers (2)
+ = FASTENAL (1,125
= Fastenal Approved
Vendor [739)
+
Pages: 1 of 187 1//2 3 4 5 =»| Last
Length
3/8"-16 x 3" Zinc Finish ASTM A307 Grade A Round Head 3/8" 3" Steel Wholesale:
.o+ Carriage Bolt $10.8475 (25 EA)%, <=
Manufacturer: FASTENAL .
@®Madison, WI Store: Avsilable Now .
$ SKU: 1121365 = Add to Cart $
+ 3/8"-16 x 1" Zinc Finish ASTM A307 Grade A Round Head 3/8" 1" Steel Wholesale:
Carriage Bolt $9.95 (50 EA) +

Manufacturer: FASTENAL
. ®Madisan, WI Stere: Available Now

7 sKu: 1121355., = Add to Cart
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Home = Products > Fasteners > Bolts = Cap Screws & Hex Bolts = 3/8"-16 x 1" Zinc Finish SAE 1429 Grade 5 Hex Cap Screw

) *3./8"-16 x 1" Zinc Finish SAE 1429 Grade 5 Hex Cap Screw

*-your Price: $12.825 (save

Whelesalet §13.50

Package Quantity 50 (EA)*""

View mors images

TN @Madison, WI Stere: Available Now

seaseeetttt Quantity 1 % 50 (EA)es

-~-.......)

General Information

Fastenal P.a.rt'No. (SKU) 110120344 8
o C 31161501 -
-+ Manufacturer FASTENAL
3 Notes Hex Head Cap Screws are designed for easy assembly into a tapped hole. Hex Cap Screws meet SAE
specifications with a specially designed washer face under the head and a chamfered point. Grade 5 is the
most common grade used in manufacturing assembly. Zinc plating, retards the corrosion rate in a normal
atmosphere. Tensile Strength: 120,000 psi minimum.
Category Fasteners » Bolts = Cap Screws & Hex Bolts '-.,..
Diameter 3/8" LTI
Finish Zinc A)
Grade 5
Head Hex
Length 1"

Material Steel
Specification SAE 1429
Thread Coarse
Thread Size 16
Type Cap Screw
Wrench Size 9/16"
System of Measurement Imperial (Inch)
K Shipping Weight 2.115 Ibs.

& & $+ 7 45 555




* 4+

Sub Location |Shelf 4 ::.,
2| 16-14 Wire 1.23Len Nylon Insulated 3-Way Splice Terminals
o SKU: 58576

[Remove]

Availzbility en Backerder

Macison, WI Store: Partial Order Available Now; Contact Madison, WI Store @ (608)222-3278 for
«+*Location |Garage ::I.
Sub Location |Lista bin ::u,
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Whotesate: $160.28
58436

Your Price:
$80.14

Total (USD) $173.78-"

Add Cart Ta: |New Order Template M l Empty Cart ] l Check Out ]
¥ Excel Upload
Download a blank shopping cart pemplate B
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